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Its elongated shape avoids that the ground sticks to the bucket’s side walls and simplifies the discharge of loamy and wet 
materials. Its hollow side walls help the crossing of gas and hydraulic pipes or plants, etc. It is equipped with HB400 blade.

NETHERLANDS STONE BUCKET

Tons
(lb)

0,6 - 1,2
(1323 - 2646)

1,2 - 1,8
(2646 - 3968)

1,8 - 2,5
(3968 - 5512)

2,5 - 4,0
(5512 - 8818)

4,0 - 6,0
(8818 - 13228)

6,0 - 7,5
(13228 - 16535)

7,5 - 12,0
(16535 - 26455)

MOD. BN35 BN41 BN52 BN60 BN66 BN75 BN85

NETHERLANDS PROFIL

STANDARD TECHNICAL FEATURES

1 	 Elongated profile

2 	 Reinforcing strips
The horizontal reinforcing strips on the bucket’s rear and bottom protect the bucket from wear and increase its resistance.

3 	 HB400 blade

OPTIONAL

4 	 DC teeth or DTE teeth

5 	 CW reversible version
This adapter makes the bucket reversible.
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 * weight of the tank excluding attachment  * weight of the tank excluding attachment

BN41 MACHINE WEIGHT 1,2 - 1,8 t (2646 - 3968 lb)

BN35 MACHINE WEIGHT 0,6 - 1,2 t (1323 - 2646 lb)

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

220 (9) 17 (37) 16 (4,2) AF/AR/CS
220 (9) 17 (37) 16 (4,2) CR/CS Janus/S/CM

220 (9) 17 (37) 16 (4,2) CW
250 (10) 18 (40) 18 (4,8) AF/AR/CS
250 (10) 18 (40) 18 (4,8) CR/CS Janus/S/CM

250 (10) 18 (40) 18 (4,8) CW
300 (12) 20 (44) 22 (5,8) AF/AR/CS
300 (12) 20 (44) 22 (5,8) CR/CS Janus/S/CM

300 (12) 20 (44) 22 (5,8) CW

(13 in)

(16 in)

(16 in)

(18 in)

OPTIONAL

OPTIONAL

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

220 (9) 19 (42) 20 (5,3) AF/AR/CS
220 (9) 19 (42) 20 (5,3) CR/CS Janus/S/CM

220 (9) 19 (42) 20 (5,3) CW
250 (10) 20 (44) 23 (6,1) AF/AR/CS
250 (10) 20 (44) 23 (6,1) CR/CS Janus/S/CM

250 (10) 20 (44) 23 (6,1) CW
300 (12) 22 (49) 28 (7,4) AF/AR/CS
300 (12) 22 (49) 28 (7,4) CR/CS Janus/S/CM

300 (12) 22 (49) 28 (7,4) CW
350 (14) 24 (53) 34 (9,0) AF/AR/CS
350 (14) 24 (53) 34 (9,0) CR/CS Janus/S/CM

350 (14) 24 (53) 34 (9,0) CW

4 4 5

DC teeth DTE teeth CW reversible 
version

4 4 5

DC teeth DTE teeth CW reversible 
version

BN60 MACHINE WEIGHT 2,5 - 4,0 t (5512 - 8818 lb)

BN52 MACHINE WEIGHT 1,8 - 2,5 t (3968 - 5512 lb)

(20 in)

(22 in)

(23 in)

(25 in)

OPTIONAL

OPTIONAL

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

220 (9) 25 (55) 27 (7,1) AF/AR/CS
220 (9) 25 (55) 27 (7,1) CR/CS Janus/S/CM

220 (9) 25 (55) 27 (7,1) CW
250 (10) 27 (60) 32 (8,5) AF/AR/CS
250 (10) 27 (60) 32 (8,5) CR/CS Janus/S/CM

250 (10) 27 (60) 32 (8,5) CW
300 (12) 29 (64) 38 (10,0) AF/AR/CS
300 (12) 29 (64) 38 (10,0) CR/CS Janus/S/CM

300 (12) 29 (64) 38 (10,0) CW
350 (14) 33 (73) 46 (12,2) AF/AR/CS
350 (14) 33 (73) 46 (12,2) CR/CS Janus/S/CM

350 (14) 33 (73) 46 (12,2) CW

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

220 (9) 31 (68) 38 (10,0) AF/AR/CS
220 (9) 31 (68) 38 (10,0) CR/CS Janus/S/CM

220 (9) 31 (68) 38 (10,0) CW
250 (10) 33 (73) 45 (11,9) AF/AR/CS
250 (10) 33 (73) 45 (11,9) CR/CS Janus/S/CM

250 (10) 33 (73) 45 (11,9) CW
300 (12) 36 (79) 53 (14,0) AF/AR/CS
300 (12) 36 (79) 53 (14,0) CR/CS Janus/S/CM

300 (12) 36 (79) 53 (14,0) CW
350 (14) 40 (88) 65 (17,2) AF/AR/CS
350 (14) 40 (88) 65 (17,2) CR/CS Janus/S/CM

350 (14) 40 (88) 65 (17,2) CW
400 (16) 44 (97) 77 (20,3) AF/AR/CS
400 (16) 44 (97) 77 (20,3) CR/CS Janus/S/CM

400 (16) 44 (97) 77 (20,3) CW

4 4 5

DC teeth DTE teeth CW reversible 
version

4 4 5

DC teeth DTE teeth CW reversible 
version

  

L
mm (in) 

220 (2) (2 teeth) (2 teeth)
250 (3) (3 teeth) (3 teeth)
300 (3) (3 teeth) (3 teeth)

  

L
mm (in) 

220 (9) (2 teeth) (2 teeth)
250 (10) (3 teeth) (3 teeth)
300 (12) (3 teeth) (3 teeth)
350 (14) (3 teeth) (3 teeth)

  

L
mm (in) 

220 (9) (2 teeth) (2 teeth)
250 (10) (2 teeth) (2 teeth)
300 (12) (3 teeth) (3 teeth)
350 (14) (3 teeth) (3 teeth)
400 (16) (3 teeth) (3 teeth)

  

L
mm (in) 

220 (9) (2 teeth) (2 teeth)
250 (10) (3 teeth) (3 teeth)
300 (12) (3 teeth) (3 teeth)
350 (14) (3 teeth) (3 teeth)
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 * weight of the tank excluding attachment  * weight of the tank excluding attachment

BN75 MACHINE WEIGHT 6,0 - 7,5 t (13228 - 16535 lb)

BN66 MACHINE WEIGHT 4,0 - 6,0 t (8818 - 13228 lb)

OPTIONAL

OPTIONAL

(25 in)

(29 in)

(29 in)

(33 in)

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

220 (9) 39 (86) 42 (11,1) AF/AR/CS
220 (9) 39 (86) 42 (11,1) CR/CS Janus/S/CM

220 (9) 39 (86) 42 (11,1) CW
250 (10) 42 (93) 50 (13,2) AF/AR/CS
250 (10) 42 (93) 50 (13,2) CR/CS Janus/S/CM

250 (10) 42 (93) 50 (13,2) CW
300 (12) 48 (106) 77 (20,3) AF/AR/CS
300 (12) 48 (106) 77 (20,3) CR/CS Janus/S/CM

300 (12) 48 (106) 77 (20,3) CW
350 (14) 51 (112) 83 (21,9) AF/AR/CS
350 (14) 51 (112) 83 (21,9) CR/CS Janus/S/CM

350 (14) 51 (112) 83 (21,9) CW
400 (16) 56 (123) 92 (24,3) AF/AR/CS
400 (16) 56 (123) 92 (24,3) CR/CS Janus/S/CM

400 (16) 56 (123) 92 (24,3) CW

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

250 (10) 67 (148) 59 (15,6) AF/AR/CS
250 (10) 67 (148) 59 (15,6) CR/CS Janus/S/CM

250 (10) 67 (148) 59 (15,6) CW
300 (12) 71 (157) 74 (19,5) AF/AR/CS
300 (12) 71 (157) 74 (19,5) CR/CS Janus/S/CM

300 (12) 71 (157) 74 (19,5) CW
350 (14) 73 (161) 91 (24,0) AF/AR/CS
350 (14) 73 (161) 91 (24,0) CR/CS Janus/S/CM

350 (14) 73 (161) 91 (24,0) CW
400 (16) 74 (163) 106 (28,0) AF/AR/CS
400 (16) 74 (163) 106 (28,0) CR/CS Janus/S/CM

400 (16) 74 (163) 106 (28,0) CW

4 4 5

DC teeth DTE teeth CW reversible 
version

4 4 5

DC teeth DTE teeth CW reversible 
version

BN90 MACHINE WEIGHT 7,5 - 12,0 t (16535 - 26455 lb)

OPTIONAL

** no AR for 10-12 tons

(35 in)

(39 in)

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

300 (12) 90 (198) 78 (20,6) AF/CS
300 (12) 90 (198) 78 (20,6) CR/CS Janus/S/CM

300 (12) 90 (198) 78 (20,6) CW
350 (14) 96 (212) 100 (26,4) AF/CS
350 (14) 96 (212) 100 (26,4) CR/CS Janus/S/CM

350 (14) 96 (212) 100 (26,4) CW
400 (16) 100 (220) 123 (32,5) AF/CS
400 (16) 100 (220) 123 (32,5) CR/CS Janus/S/CM

400 (16) 100 (220) 123 (32,5) CW
450 (18) 106 (234) 146 (38,6) AF/CS
450 (18) 106 (234) 146 (38,6) CR/CS Janus/S/CM

450 (18) 106 (234) 146 (38,6) CW
500 (20) 115 (254) 171 (45,2) AF/CS
500 (20) 115 (254) 171 (45,2) CR/CS Janus/S/CM

500 (20) 115 (254) 171 (45,2) CW

4 4 5

DC teeth DTE teeth CW reversible 
version

  

L
mm (in) 

220 (9) (2 teeth) (2 teeth)
250 (10) (2 teeth) (2 teeth)
300 (12) (3 teeth) (3 teeth)
350 (14) (3 teeth) (3 teeth)
400 (16) (3 teeth) (3 teeth)

  

L
mm (in) 

250 (10) (2 teeth) (2 teeth)
300 (12) (3 teeth) (3 teeth)
350 (14) (3 teeth) (3 teeth)
400 (16) (3 teeth) (3 teeth)

  

L
mm (in) 

300 (12) (2 teeth) (2 teeth)
350 (14) (3 teeth) (3 teeth)
400 (16) (3 teeth) (3 teeth)
450 (18) (3 teeth) (3 teeth)
500 (20) (3 teeth) (3 teeth)


