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Particularly suitable for finishing and levelling works. Its tilting system enables to tilt it by 45° on both sides. The standard safety 
block valve enables to keep the angle. Its elongated shape avoids that the ground sticks to the bucket’s side walls and simplifies 
the discharge of loamy and wet materials. Used mainly to clean and level streets, ditches and dikes. The Holland bucket is 
equipped with HB400 blade.

NETHERLANDS TILTING DITCH CLEANING BUCKET

Tons
(lb)

0,6 - 1,2
(1323 - 2646)

1,2 - 1,8
(2646 - 3968)

1,8 - 2,5
(3968 - 5512)

2,5 - 4,0
(5512 - 8818)

4,0 - 6,0
(8818 - 13228)

6,0 - 7,5
(13228 - 16535)

7,5 - 12,0
(16535 - 26455)

MOD. SQN35 SQN41 SQN52 SQN60 SQN66 SQN75 SQN85

NETHERLANDS PROFIL

STANDARD TECHNICAL FEATURES

1 	 Elongated profile

2 	 HB400 reinforcing strips
The horizontal reinforcing strips on the bucket’s rear and bottom protect the bucket from wear and increase its resistance.

3 	 HB400 blade

4 	  Block valve
It allows to keep the bucket positioning during the working phase.

OPTIONAL

5 	 Bezel
It ensures a higher structural resistance to buckets whose frame is 1400 mm (55 in) wide or more.

6 	 Rear razor
When the machine’s arm is kept closed, it allows to finish surfaces evenly.

7 	 CW reversible version
This adapter makes the bucket reversible.

8 	 Pipe kit
Optional kit installed on the bucket for the feeding of the hydraulic cylinder. It allows the use of two outlets on the right 
and two outlets on the left for the hydraulic connection to the machine reducing the installation times. The connecting 
pipes are not supplied.

https://www.youtube.com/watch?v=8YTf0puHLF4&index=3&list=PL9LQFeShKR9lEJbt0NFX_EplDCFrVqpFH
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 * weight of the tank excluding attachment  * weight of the tank excluding attachment

SQN35 MACHINE WEIGHT 1,2 - 1,8 t (2646 - 3968 lb)

SQN28 MACHINE WEIGHT 0,6 - 1,2 t (1323 - 2646 lb)

(13 in)

(16 in)

(13 in)

(16 in)

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

800 (31) 71 (157) 77 (20,3) AF/AR/CS
800 (31) 71 (157) 77 (20,3) CR/CS Janus/S/CM

800 (31) 71 (157) 77 (20,3) CW
900 (35) 76 (168) 89 (23,5) AF/AR/CS
900 (35) 76 (168) 89 (23,5) CR/CS Janus/S/CM

900 (35) 76 (168) 89 (23,5) CW
1000 (39) 81 (179) 99 (26,2) AF/AR/CS
1000 (39) 81 (179) 99 (26,2) CR/CS Janus/S/CM

1000 (39) 81 (179) 99 (26,2) CW

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

800 (31) 63 (139) 47 (12,4) AF/AR/CS
800 (31) 63 (139) 47 (12,4) CR/CS Janus/S/CM

800 (31) 63 (139) 47 (12,4) CW

OPTIONAL

OPTIONAL
6 7 8

Rear razor CW reversible Pipe kit

6 7 8

Rear razor CW reversible Pipe kit

SQN44 MACHINE WEIGHT 2,5 - 4,0 t (5512 - 8818 lb)

SQN41 MACHINE WEIGHT 1,8 - 2,5 t (3968 - 5512 lb)

(17 in)

(21 in)

(16 in)

(19 in)

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

1000 (39) 154 (340) 149 (39,4) AF/AR/CS
1000 (39) 154 (340) 149 (39,4) CR/CS Janus/S/CM

1000 (39) 154 (340) 149 (39,4) CW
1100 (43) 162 (357) 166 (43,9) AF/AR/CS
1100 (43) 162 (357) 166 (43,9) CR/CS Janus/S/CM

1100 (43) 162 (357) 166 (43,9) CW
1200 (47) 171 (377) 184 (48,6) AF/AR/CS
1200 (47) 171 (377) 184 (48,6) CR/CS Janus/S/CM

1200 (47) 171 (377) 184 (48,6) CW

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

1000 (39) 132 (291) 107 (28,3) AF/AR/CS
1000 (39) 132 (291) 107 (28,3) CR/CS Janus/S/CM

1000 (39) 132 (291) 107 (28,3) CW
1100 (43) 139 (306) 119 (31,4) AF/AR/CS
1100 (43) 139 (306) 119 (31,4) CR/CS Janus/S/CM

1100 (43) 139 (306) 119 (31,4) CW
1200 (47) 145 (320) 131 (34,6) AF/AR/CS
1200 (47) 145 (320) 131 (34,6) CR/CS Janus/S/CM

1200 (47) 145 (320) 131 (34,6) CW

OPTIONAL

OPTIONAL

5 6 7 8

Bezel Rear razor CW reversible Pipe kit

5 6 7 8

Bezel Rear razor CW reversible Pipe kit
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https://www.youtube.com/watch?v=8YTf0puHLF4&index=3&list=PL9LQFeShKR9lEJbt0NFX_EplDCFrVqpFH
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 * weight of the tank excluding attachment  * weight of the tank excluding attachment

SQN55 MACHINE WEIGHT 6,0 - 7,5 t (13228 - 16535 lb)

SQN50 MACHINE WEIGHT 4,0 - 6,0 t (8818 - 13228 lb)

(22 in)

(26 in)

(19 in)

(24 in)

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

1200 (47) 272 (600) 283 (78,4) AF/AR/CS
1200 (47) 272 (600) 283 (78,4) CR/CS Janus/S/CM

1200 (47) 272 (600) 283 (78,4) CW
1300 (51) 285 (628) 311 (82,2) AF/AR/CS
1300 (51) 285 (628) 311 (82,2) CR/CS Janus/S/CM

1300 (51) 285 (628) 311 (82,2) CW
1400 (55) 297 (655) 341 (90,1) AF/AR/CS
1400 (55) 297 (655) 341 (90,1) CR/CS Janus/S/CM

1400 (55) 297 (655) 341 (90,1) CW
1500 (59) 309 (681) 368 (97,2) AF/AR/CS
1500 (59) 309 (681) 368 (97,2) CR/CS Janus/S/CM

1500 (59) 309 (681) 368 (97,2) CW
1600 (63) 322 (710) 396 (104,6) AF/AR/CS
1600 (63) 322 (710) 396 (104,6) CR/CS Janus/S/CM

1600 (63) 322 (710) 396 (104,6) CW

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

1000 (39) 166 (366) 192 (50,7) AF/AR/CS
1000 (39) 166 (366) 192 (50,7) CR/CS Janus/S/CM

1000 (39) 166 (366) 192 (50,7) CW
1100 (43) 176 (388) 215 (56,8) AF/AR/CS
1100 (43) 176 (388) 215 (56,8) CR/CS Janus/S/CM

1100 (43) 176 (388) 215 (56,8) CW
1200 (47) 185 (408) 238 (62,9) AF/AR/CS
1200 (47) 185 (408) 238 (62,9) CR/CS Janus/S/CM

1200 (47) 185 (408) 238 (62,9) CW
1300 (51) 195 (430) 261 (68,9) AF/AR/CS
1300 (51) 195 (430) 261 (68,9) CR/CS Janus/S/CM

1300 (51) 195 (430) 261 (68,9) CW
1400 (55) 204 (450) 284 (75,0) AF/AR/CS
1400 (55) 204 (450) 284 (75,0) CR/CS Janus/S/CM

1400 (55) 204 (450) 284 (75,0) CW

OPTIONAL

OPTIONAL
5 6 7 8

Bezel Rear razor CW reversible Pipe kit

5 6 7 8

Bezel Rear razor CW reversible Pipe kit

SQN66 MACHINE WEIGHT 7,5 - 12,0 t (16535 - 26455 lb)

(25 in)

(30 in)

L
mm (in)

WEIGHT
Kg* (lb*)

CAP. SAE
l (gal)

1400 (55) 337 (743) 459 (121,3) AF/CS
1400 (55) 337 (743) 459 (121,3) CR/CS Janus/S/CM

1400 (55) 337 (743) 459 (121,3) CW
1500 (59) 352 (776) 498 (131,6) AF/CS
1500 (59) 352 (776) 498 (131,6) CR/CS Janus/S/CM

1500 (59) 352 (776) 498 (131,6) CW
1600 (63) 367 (809) 537 (141,9) AF/CS
1600 (63) 367 (809) 537 (141,9) CR/CS Janus/S/CM

1600 (63) 367 (809) 537 (141,9) CW
1700 (67) 382 (842) 575 (151,9) AF/CS
1700 (67) 382 (842) 575 (151,9) CR/CS Janus/S/CM

1700 (67) 382 (842) 575 (151,9) CW
1800 (71) 398 (877) 614 (162,2) AF/CS
1800 (71) 398 (877) 614 (162,2) CR/CS Janus/S/CM

1800 (71) 398 (877) 614 (162,2) CW

OPTIONAL
5 6 7 8

Bezel Rear razor CW reversible Pipe kit
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https://www.youtube.com/watch?v=8YTf0puHLF4&index=3&list=PL9LQFeShKR9lEJbt0NFX_EplDCFrVqpFH

