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WOOD GRABS

Rotation of 360°. Parts subject to wear are made of Domex 700. A safety check-valve is provided 
as standard equipment on the clamp-closing cylinder.

Tons
(lb)

1,2 - 1,8
(2646-3968)

1,8 - 3,0
(3968-6614)

3,0 - 4,0
(6614-8818)

4,0 - 5,0
(8818-11023)

5,0 - 7,0
(11023-15432)

7,0 - 8,0
(15432-17637)

8,0 - 11,0
(17637 - 24251) 

11,0 - 14,0
(24251 - 30865)

14,0 - 20,0
(30865- -44092) 

MOD. WG
1000

WG 
1100

WG 
1300

WG
1300HD

WG 
1500

WG 
1750

WG 
1650

WG
1950

WG
1800

WG
2000

WG
2000HD

A mm (in) 330 (13) 395 (16) 425 (17) 490 (19) 490 (19) 500 (20) 514 (20) 530 (21) 582 (23) 582 (23) 630 (25)

B mm (in) 610 (24) 655 (26) 735 (29) 735 (29) 815 (32) 960 (38) 1030 (41) 1180 (46) 1180 (46) 1225 (48) 1225 (48)

C mm (in) 410 (16) 440 (17) 495 (19) 495 (19) 580 (23) 630 (25) 600 (24) 660 (26) 680 (27) 730 (29) 730 (29)

D mm (in) 650 (26) 695 (27) 790 (31) 790 (31) 850 (33) 985 (39) 935 (37) 1100 (43) 1005 (40) 1100 (43) 1100 (43)

E mm (in) 1090 (43) 1180 (46) 1400 (55) 1400 (55) 1610 (63) 1740 (69) 1650 (65) 1990 (78) 1820 (72) 2010 (79) 2010 (79)

w/o coupler kg (lb) 48 (106) 85 (187) 118 (260) 131 (289) 196 (432) 265 (584) 280 (617) 350 (772) 400 (882) 450 (992) 505 
(1113)

min. mm (in) 70 (2,8) 80 (3,1) 75 (3) 75 (3) 95 (3,7) 120 (4,7) 100 (3,9) 150 (5,9) 120 (4,7) 150 (5,9) 150 (5,9)

max. l/min 
(gall/min) 50 (13) 50 (13) 50 (13) 50 (13) 50 (13) 50 (13) 50 (13) 50 (13) 50 (13) 50 (13) 50 (13)

max. kg
(lb)

500  
(1102)

1900 
(4189)

2100 
(4630)

2100 
(4630)

3100 
(6834)

3500 
(7716)

4000 
(8818)

4500 
(9921)

6000 
(13228)

6000 
(13228)

6000
(13228)

max. bar 
(psi)

100
(1450)

200 
(2901)

200 
(2901)

200 
(2901)

200 
(2901)

200 
(2901)

230 
(3336)

230 
(3336)

250 
(3626)

250 
(3626)

250
(3626)

EXCAVATOR BACKHOE LOADER
SKID LOADER

with dide-shifting 
backhoe

OPTIONAL

1 	 Double-pin attachment and adapter

2 	 Single-pin attachment

3 	  Two pipe kit
It enables their rotation and the jaws’ opening and closing functions even on machines equipped with a single hydraulic 
double-effect line.

4 	 Basic rotor
Shaft rotor to drive the grabs.

5 	 Flanged rotor
Flanged rotor ideal for heavy duty jobs.

6 	 Mechanical rotor
It allows the mechanical rotation of the grabs.


